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| | RAISED ACCESS FLOOR CARPET - LEVEL 1 PROTECTION

Minimizes nuisance static shocks. Two times more effective than standard commercial grade carpet. All OFFICESMARTTM series
carpet tile is manufactured using FiberSmartTM technology.

DAILY PLANNER _ i 24" MODULARTILE

Coffee Break Morning Meeting Rise & Shine Closing Time

Rise & Shine Month End End of Day

COLLABORATORS 24" MODULAR TILE

Open Forum Thought Leader Task Force Brainstorm

Open Forum Teamwork Think Tank

WORKSPACE 24" MODULARTILE

Downtown Corner Office On the Road Coffee Shop

Home Office Home Office High Rise

PROTECTION METER

' LEVEL 1 OFFICESMART™ APPLICATIONS

Note: OFFICESMART™ tile is designed for high traffic/high use networked environments
to minimize nuisance static and to provide additional protection against static damage.

1. Waiting rooms/conference rooms l
2. Offices ..."l"'l

3. Lobbies A =) = . -
4. Common areas Minimizes Static Build-Up Removes Existing Static  N+1 Conductive Fiber Coverage
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LEVEL 2 PROTECTION

Eliminates nuisance static shocks and safely removes existing static build-up.

LAN 4.0 24" MODULARTILE

Honey Olive Golden Mocha Steel Gray

Faulkner Hemingway Smith Wheatley

Olive Deep Blue Midnight

LAN 4.1 COLONIAL 24" MODULARTILE

Hemingway Wigglesworth Knight

PROTECTION METER

Mote: StaticSmart™ LAN tile is designed for use in technology rich environments where
interruptions in computer or electronic equipment performance cannot be tolerated.

1. Broadcast and Media

2. Network Operations Centers ' . ' 'l ll 'l 'l

3. Computer server/equipment rooms S ErE——— —
4. Data centers Minimizes Static Build-Up N+1 Conductive Fiber Coverage

A
—
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LEVEL 3 PROTECTION

Eliminates nuisance static shocks, safely removes existing static build-up, and provides maximum static protection with N+1 conductive

fiber coverage.

Adams Washington Madison Roosevelt

PRESIDENTIAL 24" MODULARTILE

Adams Truman Jackson

DISCOVERY ECO 24" MODULARTILE

Magellan Houston Shackleton Grey

Columbus Blue Livingstone Columbus Blue Crockett Carson

LEVEL 3 MC APPLICATIONS PROTECTION METER
Note: StaticSmart™ MC tile is designed for electronics manufacturing environments

and anyplace where 24/7 operational readiness, public safety, and security are at stake.

1. Public Safety/E-9-1-1/ Justice Centers

2. AirTraffic Control . . l ' l l

3. Emergency Operations & Command/Control/Communications —— ——

4. Electronics Manufacturing/Test/R&D e
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Level 2

LEVEL
0

Less than 1.0 KV — Grownded

Less than 0.4 KV — Growrded

E BOARDROOM CONFERENCE RESTRUCTURE
= Construction: Multi-Lavel Pattern Loop Multi-Lavel Pattern Loop Multi-Lavel Pattern Loop
= Fiber Type: Eco Saolution O™ Nylon Eco Solution 0* Nylon Eco Solution O™ Mylon
a8 Gauge: 110 1710 112
2 Stitches Per Inch: ns nz 10
;2 Tufted Yarn Weight: 18 oz. per sq. yd. 17 oz. per sq. yd. 22 oz. per sq. yd.
£ Tufted Pile Height: 0126 in. 0107 in. 0127 in.
&  Density: 5,184 5,720 6,236
; Secondary Backing: EcoWarx® Tile EcoWarx™® Tile EcoWaorx™ Tila
o TARR:* = 3.0Heavy = 3.0Heawy = 3.0 Heawy
= Tile Size: M4 Il M
E "TARR: Taxiura Apgaarance Retention Rating. For more info goin wwe.capat-nag.org
LAN 4.0 LANA4.2
Construction: Textured Loap Multi-Level Pattern Loop
Fiber Type: Eco Solution 2™ Nylon Eco Solution 0™ Nylon
E Gamge: 1710 1710
= Stitches Per Inch: 8.7 1
B Tufted Yarn Weight: 22 oz. per sq. yd. 18 oz. persq. yd-
a Tufted Pile Height: 0107 im. 0101 im.
E Density: 1571 5,416
= Secondary Backing: Conductive EcoWWorx™ Tile Conductive EcoWorx™ Tile
] Electrostatic Propensity: ESD STM97.2: < 20V [w/conductive footwaar] AATCE 124-08: < 1.0 kV {w/o conductive footwear)
= Electrical Resistance: ESD 57.1/MFPA 99 Resistive/resistance characterization of materials: Conductive: 2.5 x 10* min,
3 1.0% 10" max Ohms. Static Dizsipativa: 1.0x 10° min, 1.0 % 10* max Ohms.
a 0.0.0. HDEK 2634, Saction 40.1.2: Meets recommended guidefines for sensitive ESD devices, Class 1.
= Meets FAA-STD-019e, Motorola R56 and ATIS-0600321.2000 guidelines for static control flooring.
=i ANSIJESD 520.20-200: < 110" Ohm and < 100 volis < 1x 10" Dhm and < 100 volts
TARR:* = 3.0 Heawy =35 Severa
Tile Size: U 4T a4
"TARR: Taxture Aggearance Reenton Rating. For mors info go towww.cangat-nag.org
DISCOYERY ECD LANDMARK
Construction: Textured Loop Textured Loop
Fibar Type: Eco Salution 0™ Nylon Eco Solution 0% Nylon
Gauge: 1110 112
Stitches Per Inch: 10.0 817
E Tufted Yarn Weight: 24 oz per sq. yd. 19 0z. persg. yd.
- Tufted Pile Height: 0156 in. 0118 im.
;’ Density: 15719 5,787
= Secondary Backing: Conductive EcoWorx™ Tile Conductive EcoWorx™ Tile
= Electrostatic Propensity: ESD STM 97.2: <20V {w/conductive footwear) AATCC 134-06: < 0.4 kV {w/o conductive footwear]
o Electrical Resistance: ESD ST1/NFPA 99 Resistive/resistance charactenzation of materials: Conductive: 2.5 x 10* min,
2 1.0x 10" max Dhms. Static Dissipative: 1.0 x 10* min, 1.0 10" max Qhms.
E 0.0.0. HDBK 2634, Saction 40.1.2: Meets recommended guidelines for sensitive ESD devices, Class 1.
= Meets FAA-STD-01%9e, Motorola R56 and ATIS-0600321.2000 guidelines for static control flooring.
ANSIESD 520.20-2014: < 13 10" Ohm and < 100 volts < 13 10° 0hm and < 100 valts
TARR:* 23.0 Heavy 23.5 Severs
Tile Size: a4 L
“TARR: Taxiure Apgearance Reiention Rating. Formon info go bowww.cangei=nug.ong
SUMMIT SERIES SUMMIT SERIES GREEN
Construction: Homogenous Solid Vinyl Tile Homogenous Solid Vinyl Tile SUMMIT SERIES GREEN
?E- Thickness: /8" /8" INDDOR AIR QUALITY
= Static Load Limit: Modified ASTM FAT0-00 2,500psi Modified ASTM F370-00 2,500psi CERTIFICATION @
E Electrostatic Propensity: ESD S5TM 57.2: < 20V |wiconductine foowear| ES0 STM 57.2: = 20 V {wicondurtive footwear| Rafarsncs Standand:
3 AATCC 134-08: < 2.0 KV {wioconsuctive tootwaar)  AATCC 134-06: < 2.0 kY [w/o conductive foatwsarh Califermia Departmant of Health
= Electrical Resistance: 2.5x 10* - 10*Dhms 25 10° - 10°0hms COPHYEHLE/ Standard Methad
E Meets FAA-5TD-01%e, Motorola R58 and ATIS-0600321.2010 guidelines for static control floering. ol
= ANSIJESD S20.20-20M: < 1% 10" Ohm and < 100 volts < 1% 10° Dhm and < 100 valts methad for CA Specificatian 01350)
Underwriters Laboratory: Meets UL Standard 779 Meets UL Standard 779 Far 2 full Est of certilications
Cleanroom Classification: (150 14644-1) Meets 150 Class 4 (150 14644-1) Meets 150 Class 4 and LEED eredit infe, contact
Standard for Health your StaticSmart sales
Care Facilities: Conforms to NFPA 95 Conforms to MFPA 99 representative, or call 178-276-0820
MNominal Size: 127212 1272127, 247 x 247, 367 x 367
Levels of Static Control Protection
TYPE KV RATING GROUNDED CONDUCTIVE FIBER MISSION CRITICAL
Standard Commercial <35kV No Nominal No
OfficeSmart™ Series <20kV No 15% Coverage No

StaticSmart™ MC Series

100% Coverage
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